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have the samples further analyzed for the individual nuclides. The calculation for the sum of
the fractions is presented below.

The maximum contaminant level (MCL) for gross beta/photon is equal 4 millirem per year. A
millirem is a dose energy to the body. USEPA regulates 179 man-made nuclides, and each of
them has a concentration of radiation measured in pCi/L, which produces the 4 millirem dose.
These concentrations are listed on table, Derived Concentrations of (pCi/L) of Beta and
Photon Emitters in Drinking Water, shall be used to determine compliance.

Derived Concentrations (pCih) of Beta and Pholon ﬁmé@%‘i@m
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ory-shiall measure the nuclide concentration in the water and compare this result
ntration allowed for that particular nuclide (see table below). The comparison

raction of the maximum
pCi/L found in sample (from laboratory results)

”“rem/year exposure limit = pCi/L equivalent from 4 millirem of exposure (from conversion table)

Each fraction must then be converted to a dose equivalent of 4 millirem/year by multiplying
the fraction by 4. The results for each emitter must be summed to determine compliance.

A sample calculation is presented in the table below:
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o
Emitter Lab Analysis Conversion from Calculate Calculate Total
(pCill) table Fraction {mitliremy
(pCildmillirent)
Cs-134 5,023 20,000 0.25115 1.0
Cs-137 30 200 0.150

Sr-00 4 8 0.5
[-131 2 3 0.7

Sum of the Fractions

The system is in violation of the gross beta/photon effluent limitation
fractions” is 6.4 millirem, which means that the sum of the annyal
body, or to any internal organ, exceeds 4 millirem/year.

R. Mass Emission Rate

The mass emission rate shall be obtained from the f

nalyzed in any calendar day. 'Qi' and 'Ci' are the flow
rate (MGD) and the co tration (mg/L), respectively, which are associated with
each of the N' grab- ich may be taken in any calendar day. If a composite sample

N'is the number of component effluent discharged. 'Qi' and 'Ci' are the flow rate
{MGD) and the constituent concentration (mg/L), respectively, which are associated with each
the 'N' waste streams. 'Q¢' is the total flow rate of the combined effluent discharged.

S. Bacterial Standards and Analysis

1. The geometric mean used for determining compliance with bacterial standards is
calculated with the following equation:

Geometric Mean = (Cy xCz x ... xCp)¥"

WASTE DISCHARGE REQUIREMENTS (Tentative Permit: 10/17/2018) 33

ED_002551_00001533-00033



OJAI VALLEY SANITARY DISTRICT ORDER R4-2018-0xxx
OJAI VALLEY WASTEWATER TREATMENT PLANT NPDES NO. CA0053961

where n is the number of days samples were collected during the period and C is the
concentration of bacteria (MPN/100 mL or CFU/100 mL) found on each day of sampling.
The geometric mean values should be calculated based on a statistically sufficient
number of samples and should not be less than 5 samples equally spaced over a 30-day
period.

2. For bacterial analyses, sample dilutions should be performed so the expected range of
values is bracketed (for example, with muiltiple tube fermentation method or mgmbrane

1000 per 100 mil for enterococcus). The detection methods used for each-@nalysis shall
be reported with the results of the analyses.

1A of 40 CFR part 136 or 40 CFR part 141 when approved by tf
and the State Water Board, unless alternate methods have beei
pursuant to 40 CFR part 136, or improved methods have
Executive Officer and/or USEPA.

4. Detection methods used for E. coli shall be those p
136 or 40 CFR part 141 when approved by this R
Water Board, or in the USEPA publication EPA &

improved method determined by the Execu
T. Single Operational Upset (SOU)

A SOU that leads to simultaneous viol
treated as a single violation and limi
conditions:

1. A SOU is broadly defined

2. A Permitteem
submitted notié
Standard Provi

to limit liability only for those violations which the Permittee
-as required in Provision V.E.2(b) of Attachment D —

nliance gnd civik liability (including any more specific definition of SOU, the
requirements for. Permittees to assert the SOU limitation of liability, and the manner of
plations) shall be in accordance with USEPA Memorandum “Issuance of

ose of CWC section 13385 (h) and (i), determination of compliance and civil
(including any more specific definition of SOU, the requirements for Permittees to
sert the SOU limitation of liability, and the manner of counting violations) shall be in
cordance with CWC section 13385 (f)(2).
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ATTACHMENT A — DEFINITIONS

Arithmetic Mean ()
Also called the average, is the sum of measured values divided by the number of samples. For ambient
water concentrations, the arithmetic mean is calculated as follows:

Arithmetic mean=pu=2x/n where: Zxis the sum of the measured ambi
concentrations, and n is the numbe

Average Monthly Effluent Limitation (AMEL)
The highest allowable average of daily discharges over a calendar month, calculate
daily discharges measured during a calendar month divided by the number
measured during that month.

Average Weekly Effluent Limitation (AWEL)
The highest allowable average of daily discharges over a calenda
calculated as the sum of all daily discharges measured during a ¢
of daily discharges measured during that week.

Bioaccumulative :
Those substances taken up by an organism from its surro
epithelial tissue, or from food and subsequently conge

mediufh through gill membranes,
::__retained in the body of the organism.

Carcinogenic
Pollutants are substances that are known to ca 1living organisms.
Coefficient of Variation (CV) :
CV is a measure of the data variability : ated as the estimated standard deviation divided by
the arithmetic mean of the observet

Daily Discharge
Daily Dlscharge is deflned as

r any 24-hour period that reasonably represents a calendar day for
in the permit), for a constituent with limitations expressed in units of

determined by the analytical results of a composite sample taken over the
calendar day or other 24-hour period defined as a day) or by the arithmetic mean

mpling, if 1 day is defined as a 24-hour period other than a calendar day, the
sult for the 24-hour period will be considered as the result for the calendar day in which the
24-hour pefiod ends.

Detected, but Not Quantified (DNQ)
DNQ are those sample results less than the RL, but greater than or equal to the laboratory’s MDL.
Sample results reported as DNQ are estimated concentrations.
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Dilution Credit

Dilution Credit is the amount of dilution granted to a discharge in the calculation of a water quality-
hased effluent limitation, based on the allowance of a specified mixing zone. It is calculated from the
dilution ratio or determined through conducting a mixing zone study or modeling of the discharge and
receiving water.

Effluent Concentration Allowance (ECA)
ECA is a value derived from the water quality criterion/objective, dilution credit, and ambient
background concentration that is used, in conjunction with the coefficient of variation for t
monitoring data, to calculate a long-term average (LTA) discharge concentration. The
same meaning as wasteload allocation (WLA) as used in U.S. EPA guidance (Techni

Tomales Bay, Drake’s Estero, San Francisco Bay, Morro Bay, L
and Lower Newport Bay, Mission Bay, and San Diego Bay.
surface waters or ocean waters.

ong Beach Harbor, Upper
not include inland

Estimated Chemical Concentration
The estimated chemical concentration that results
analytical method below the ML value.

Estuaries
Estuaries means waters, including coastai
areas of mixing for fresh and ocean
temporarily separated from the oc

Sacramento-San Joaquin Delt
downstream to the Carquinez |

independe'ntly compared to the instantaneous minimum limitation).

Maximum Daily Effluent Limitation (MDEL)

The highest allowable daily discharge of a pollutant, over a calendar day (or 24-hour period). For
pollutants with limitations expressed in units of mass, the daily discharge is calculated as the total mass
of the pollutant discharged over the day. For pollutants with limitations expressed in other units of
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measurement, the daily discharge is calculated as the arithmetic mean measurement of the pollutant
over the day.

Median
The middle measurement in a set of data. The median of a set of data is found by first arranging the
measurements in order of magnitude (either increasing or decreasing order). If the number of

measurements (n) is odd, then the median = Xu+12. If nis even, then the median = (Xoz + Xp)+1)/2
(i.e., the midpoint between the n/2 and n/2+1).

Method Detection Limit (MDL)
MDL is the minimum concentration of a substance that can be measured and reported
confidence that the analyte concentration is greater than zero, as defined in 40 C.FiR.

Attachment B, revised as of July 3, 1999.

Minimum Level (ML)
ML. is the concentration at which the entire analytical system must give

acceptable calibration point. The ML is the concentration in a sample th
concentration of the lowest calibration standard analyzed by a spegific
that all the method specified sample weights, volumes, and procgssi

al procedure, assuming
have been followed.

Mixing Zone
Mixing Zone is a limited volume of receiving water that is allpcat:
discharge where water quality criteria can be exceed d with
water body.

ixing with a wastewater
using adverse effects to the overall

Not Detected (ND)
Sample results which are less than the laboratory’s M

Persistent Pollutants
Persistent pollutants are substanc
nonexistent or very slow.

degradation or decomposition in the environment is

Pollutant Minimization Pro
PMP means waste minimiz Iutlon prevention actions that include, but are not limited to,
product substitution, wagte strea ycling, alternative waste management methods, and educatlon of
the public and businesses: goal of the PMP shall be to reduce all potential sources of a priority
pollutant(s) throug i
t

effluent concentration at or below the WQBEL. Pollution prevention
ly appropnate for persistent bnoaccumulatlve priority poIIutants where there

sstablishing the requirements of a PMP. The completion and implementation of a
Plan, if required pursuant to CWC section 13263.3(d), shall be considered to fulfill

‘Prevention

Pollution Prevention means any action that causes a net reduction in the use or generation of a
hazardous substance or other pollutant that is discharged into water and includes, but is not limited to,
input change, operational improvement, production process change, and product reformulation (as
defined in CWC section 13263.3). Pollution prevention does not include actions that merely shift a
pollutant in wastewater from one environmental medium {o another environmental medium, unless
clear environmental benefits of such an approach are identified to the satisfaction of the State Water
Resources Control Board (State Water Board) or Regional Water Board.
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Reporting Level (RL)
The RL is the ML (and its associated analytical method) chosen by the Discharger for reporting and
compliance determination from the MLs included in this Order, including an additional factor if
applicable as discussed herein. The MLs included in this Order correspond to approved analytical
methods for reporting a sample result that are selected by the Regional Water Board either from
Appendix 4 of the SIP in accordance with section 2.4.2 of the SIP or established in accordance with
section 2.4.3 of the State Implementation Plan (SIP). The ML is based on the proper appli
method-based analytical procedures for sample preparation and the absence of any mat
interferences. Other factors may be applied to the ML depending on the specific sample
steps employed. For example, the treatment typically applied in cases where there
to dilute the sample or sample aliquot by a factor of ten. In such cases, this additio
applied to the ML. in the computation of the RL.. '

Source of Drinking Water
Any water designated as municipal or domestic supply (MUN) in a Re

Standard Deviation (o)
Standard Deviation is a measure of variability that is calculated

o = (Z[x-wI(n-1)°°
where:
X is the observed va
i is the arithmetic
n isthe number of

Toxicity Reduction Evaluation (TRE)
TRE is a study conducted in a step-wise.f 2signed to identify the causative agents of effluent or

te the effectiveness of toxicity control options, and

to the toxicity, including additionat
maintenance practices, and b
be required as part of the TRI
chemical(s) responsibie f¢
identification, and confii

1g, and an evaluation of facility operations and
ent practices. A Toxicity Identification Evaluation (TIE) may
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ATTACHMENT B - MAP
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ATTACHMENT D - STANDARD PROVISIONS
. STANDARD PROVISIONS — PERMIT COMPLIANCE
A. Duty to Comply

1. The Discharger must comply with all of the terms, requirements, and conditions of this
Order. Any noncompliance constitutes a violation of the Clean Water Act (CWA) and the
Calrfornla Water Code and is grounds for enforcement actlon permit termrnats

Part 307(a) of the CWA for toxic pollutants and with standards f
disposal established under section 405(d) of the CWA withi
regulations that establish these standards or prohibition
been modified to incorporate the requirement. (Title 40«
Regulations (40 CFR) part 122.41(a)(1).)

B. Need to Halt or Reduce Activity Not a Defense

it shall not be a defense for a Discharger in an enf
necessary to halt or reduce the permitted activity
conditions of this Order. (40 CFR § 122.41

C. Duty to Mitigate

D.
The Discharger shall _
treatment and control (and r
3 liance with the conditions of this Order. Proper operation and
maintenance uate laboratory controls and appropriate quality assurance
procedures. ires the operation of backup or auxiliary facilities or similar
by a Discharger only when necessary to achieve compliance with
E.

Or er does not convey any property rights of any sort or any exclusive privileges.
R §122.41(g).)

ssuance of this Order does not authorize any injury to persons or property or
asion of other private rights, or any infringement of state or local law or regulations.
(40 CFR § 122.5(c).)

F. Inspection and Entry

The Discharger shall allow the Regional Water Board, State Water Board, USEPA, and/or
their authorized representatives (including an authorized contractor acting as their
representative), upon the presentation of credentials and other documents, as may be
required by law, to (33 U.S.C. § 1318(a)(4)(B); 40 CFR § 122.41(i); Wat. Code, §§ 13267,
13383):

ATTACHMENT D - STANDARD PROVISIONS (Tentative Permit: 10/17/2018) D-1
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1. Enter upon the Discharger's premises where a regulated facility or activity is located or
conducted, or where records are kept under the conditions of this Order (33 U.S.C. §
1318(a)(4)(B)(i); 40 CFR § 122.41(i)(1); Wat. Code, §§ 13267, 13383);

2. Have access to and copy, at reasonable times, any records that must be kept under the
conditions of this Order (33 U.S.C. § 1318(a)(4)(B)(ii); 40 CFR § 122.41(i)(2); Wat. Code,
§§ 13267, 13383);

Inspect and photograph, at reasonable times, any facilities, equipment (includi

this Order (33 U.S.C. § 1318(a)(4)(B)(ii); 40 CFR § 122.41(i)(3); Wat. Cod
13383); and

4.  Sample or monitor, at reasonable times, for the purposes of assuring
or as otherwise authorized by the CWA or the Water Code, any.
parameters at any location. (33 U.S.C. § 1318(a)(4)(B); 40 CFR
Code, §§ 13267, 13383.)

G. Bypass
1. Definitions

a. “Bypass” means the intentional diversion from any portion of a

treatment facility. (40 CFR § 122.41(m

b. “Severe property damage” means sub physical damage to property, damage
to the treatment facilities, which causes theth.to become inoperable, or substantial
and permanent loss of natur sources that'can reasonably be expected to occur
in the absence of a bypas property damage does not mean economic loss
caused by delays in produ 3§ 122.41(m)(1)(ii).)

harger may allow any bypass to occur which
ant limitations, but only if it is for essential
peration. These bypasses are not subject to the
/isions — Permit Compliance 1.G.3, 1.G.4, and 1.G.5

2. Bypass not exceeding limitatinns.
does not cause exceed
maintenance to as
provisions listed in.é
below. (40 CFR § 122.

3. Prohibition of b
enforcemertt acti

gainst a Discharger for bypass, unless (40 CFR § 122.41(m)(4)(i)):
voidable to prevent loss of life, personal injury, or severe property

ere no feasible alternatives to the bypass, such as the use of auxiliary

nt facilities, retention of untreated wastes, or maintenance during normal
riods of equipment downtime. This condition is not satisfied if adequate back-up
ipment should have been installed in the exercise of reasonable engineering
judgment to prevent a bypass that occurred during normal periods of equipment
downtime or preventive maintenance (40 CFR § 122.41(m){4)(i)(B)); and

The Discharger submitted notice to the Regional Water Board as required under
Standard Provisions ~ Permit Compliance 1.G.5 below. (40 CFR
§ 122.41(m)(4)())(C).)

4. The Regional Water Board may approve an anticipated bypass, after considering its
adverse effects, if the Regional Water Board determines that it will meet the three
conditions listed in Standard Provisions — Permit Compliance 1.G.3 above. (40 CFR §
122.41(m)(4)(ii).)

ATTACHMENT D - STANDARD PROVISIONS (Tentative Permit: 10/17/2018) D-2
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5.  Notice

a. Anticipated bypass. If the Discharger knows in advance of the need for a bypass, it
shall submit prior notice, if possible at least 10 days before the date of the bypass.
As of December 21, 2020, all notices must be submitted electronically to the initial
recipient defined in Standard Provisions — Reporting V.J below. Notices shall
comply with 40 C.F.R. part 3, 40 CFR section 122.22, and 40 CFR part 127. (40
CFR section 122.41(m)(3)(i).)

b. Unanticipated bypass. The Discharger shall submit a notice of an un

bypass as required in Standard Provisions - Reporting V.E below (24.
As of December 21 2020, all notlces must be submltted electronic:

§ 122.41(m)(3)(ii).)
H. Upset

Upset means an exceptional incident in which there is uninte
noncompliance with technology based permit effluent limitation
the reasonable control of the Discharger. An upset do i
extent caused by operational error, improperly desig

ause of factors beyond
ncompliance to the
cilities, inadequate
proper operation. (40

CFR § 122.41(n)(1).)

1. Effect of an upset. An upset constituteg stive defense to an action brought for
noncompliance with such technol ed perm effluent limitations if the requirements
of Standard Provisions — Permi e |,H.2 below are met. No determination
made during administrative revi

and before an action for no
review. (40 CFR § 122.4

nstration of upset. A Discharger who wishes to establish
hall demonstrate, through properly signed,

charger submitted notice of the upset as required in Standard Provisions —
eporting V.E.2.b below (24-hour notice) (40 CFR § 122.41(n)(3)(iii)); and

Fhe Discharger complied with any remedial measures required under
Standard Provisions — Permit Compliance I.C above. (40 CFR § 122.41(n)(3)(iv).)

Burden of proof. In any enforcement proceeding, the Discharger seeking to establish the
occurrence of an upset has the burden of proof. (40 CFR § 122.41(n)(4).)

II. STANDARD PROVISIONS ~ PERMIT ACTION

A. General

This Order may be modified, revoked and reissued, or terminated for cause. The filing of a
request by the Discharger for modification, revocation and reissuance, or termination, or a

ATTACHMENT D - STANDARD PROVISIONS (Tentative Permit: 10/17/2018) D-3
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notification of planned changes or anticipated noncompliance does not stay any Order
condition. (40 CFR § 122.41(f).)
B. Duty to Reapply

If the Discharger wishes to continue an activity regulated by this Order after the expiration
date of this Order, the Discharger must apply for and obtain a new permit. (40 CFR
§ 122.41(b).)

C. Transfers

This Order is not transferable to any person except after notice to the Regnonal_
The Regional Water Board may require modification or revocation and reissu
Order to change the name of the Discharger and mcorporate such other

Ill. STANDARD PROVISIONS - MONITORING

A. Samples and measurements taken for the purpose of monitori
the monitored activity. (40 CFR § 122.41(j)(1).)

B. Monitoring must be conducted according to sufficiently
40 CFR part 136 for the analysis of pollutants or poIIut
CFR chapter 1, subchapter N or O. For the purposg:
sufficiently sensmve when: _

1.

raph, a method is

evel of the most stringent effluent

| pollutant or pollutant parameter, and
| of the most stringent applicable water
ollutant parameter or the method ML is
put the amount of the pollutant or pollutant
enough that the method detects and
pollutant parameter in the discharge; or

quality criterion for the measured
above the applicable water qualit
parameter in the facility’s digg
quantifies the level of the poll

2.
by this ‘Regional Water Board and the State Water Board, or
ipter 1, subchapter N or O for the measured poliutant or
In the case llutant parameters for which there are no approved methods
under 40 CE r otherwise required under 40 CFR chapter 1, subchapters N or O,

ONS - RECORDS

monitoring information shall include:

ate, exact place, and time of sampling or measurements (40 CFR § 122.41())(3)(i));
'Fhé individual(s) who performed the sampling or measurements (40 CFR

§ 122.41()(3)(i));

The date(s) analyses were performed (40 CFR § 122.41(j)(3)(iii));

The individual(s) who performed the analyses (40 CFR § 122.41())(3)(iv));

The analytical techniques or methods used (40 CFR § 122.41(j)(3)(v)); and

The results of such analyses. (40 CFR § 122.41(j)(3)(vi).)

B. Claims of confidentiality for the following information will be denied (40 CFR § 122.7(b)):

3
4,
5
6.

ATTACHMENT D - STANDARD PROVISIONS (Tentative Permit: 10/17/2018) D-4
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1. The name and address of any permit applicant or Discharger (40 CFR § 122.7(b)(1));
and

2. Permit applications and attachments, permits and discharge data. (40 CFR
§ 122.7(b)(2).)

V. STANDARD PROVISIONS - REPORTING

A. Duty to Provide Information

The Discharger shall furnish to the Regional Water Board, State Water Board,
within a reasonable time, any information which the Regional Water Board, Stai
Board, or USEPA may request to determine whether cause exists for modifyi

copies of records required to be kept by this Order. (40 CFR § 122.4
13267, 13383.)

B. Signatory and Certification Requirements

er Board, State
ordance with Standard

1. All applications, reports, or information submitted to the
Water Board, and/or U.S. EPA shall be signed an
Provisions — Reporting V.B.2, V.B.3,V.B4, V
§ 122.41(k).)

2. All permit applications shall be signed by ei incipal executive officer or ranking
elected official. For purposes of this prgvision, agrincipal executive officer of a federal
agency includes: (i) the chief exe e officer of the agency, or (i) a senior executive
officer having responsibility for  operations of a principal geographic unit of the
agency (e.g., Regional Adminis PA). (40 CFR § 122.22(a)(3).).

formation requested by the Regional Water
..shall be signed by a person described in Standard

ve, or by a duly authorized representative of that

ized representative only if:

3. All reports required by this .r er
Board, State Water B
Prowsmns — Reporti

| mental matters for the company. (A duly authorized representative may thus
be either a named individual or any individual occupying a named position.) (40
R § 122.22(b)(2)); and

The written authorization is submitted to the Regional Water Board and State Water
Board. (40 CFR § 122.22(b)(3).)

If an authorization under Standard Provisions — Reporting V.B.3 above is no longer
accurate because a different individual or position has responsibility for the overall
operation of the facility, a new authorization satisfying the requirements of Standard
Provisions — Reporting V.B.3 above must be submitted to the Regional Water Board and
State Water Board prior to or together with any reports, information, or applications, to be
signed by an authorized representative. (40 CFR § 122.22(c).)

5. Any person signing a document under Standard Provisions — Reporting V.B.2 or V.B.3
above shall make the following certification:

ATTACHMENT D - STANDARD PROVISIONS (Tentative Permit: 10/17/2018) D-5
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C. Monitoring Reports
1.

“l certify under penalty of law that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to assure that
qualified personnel properly gather and evaluate the information submitted. Based on my
inquiry of the person or persons who manage the system or those persons directly
responsible for gathering the information, the information submitted is, to the best of my
knowledge and belief, true, accurate, and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fine and
imprisonment for knowing violations.” (40 CFR § 122.22(d).)

Any person providing the electronic signature for documents described ip Sta
Provisions — V.B.1, V.B.2, or V.B.3 that are submitted electronically sh,
relevant requirements of Standard Provisions — Reporting V.B, and sh that all

relevant requirements of 40 CFR part 3 (Cross-Media Electronic:Re 40 CFR

CFR § 122.22(e).)

Monitoring results shall be reported at the interval
Reporting Program (Attachment E) in this Order

Monitoring results must be reported on a Disgl
forms provided or specified by the Regional ¥
reporting the results of monitoring, sl
forms must be submitted electronicalk
Provisions — Reporting V.J and con
40 CFR part 127.

oard --:or State Water Board for
sposal practices. All reports and

fer 40 CFR chapter 1, subchapters N or O, the
e mcluded in the calculatlon and reportlng of the data

itations;, which require averaging of measurements, shall utilize an
erwise specified in this Order.

ntained in any compliance schedule of this Order, shall be submitted no later
towing each schedule date. (40 CFR § 122.41(1)(5).)

he:Discharger shall report any noncompliance which may endanger health or the
onment. Any information shall be provided orally within 24 hours from the time the
Discharger becomes aware of the circumstances. A report shall also be provided within
five (5) days of the time the Discharger becomes aware of the circumstances. The report
shall contain a description of the noncompliance and its cause; the period of
noncompliance, including exact dates and times, and if the noncompliance has not been
corrected, the anticipated fime it is expected to continue; and steps taken or planned to
reduce, eliminate, and prevent reoccurrence of the noncompliance.

For noncompliance events related to combined sewer overflows, sanitary sewer
overflows, or bypass events, these reports must include the data described above (with
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the exception of time of discovery) as well as the type of event (i.e., combined sewer
overflow, sanitary sewer overflow, or bypass event), type of overflow structure (e.g.,
manhole, combined sewer overflow outfall), discharge volume untreated by the treatment
works treating domestic sewage, types of human health and environmental impacts of
the event, and whether the noncompliance was related to wet weather.

As of December 21, 2020, all reports related to combined sewer overflows, sanitary

sewer overflows, or bypass events must be submitted electronically to the initial recipient
defined in Standard Provisions — Reporting V.J. The reports shall comply wi
part 3, 40 CFR section 122.22, and 40 CFR part 127. The Regional Water,
also require the Discharger to electronically submit reports not related tg.¢
sewer overflows, sanitary sewer overflows, or bypass events under thi

§ 122.41()(6)().)

a. Any unanticipated bypass that exceeds any effluent |

§ 122.41(hH(B)(i)(A).)
b. Any upset that exceeds any effluent limitation i

§ 122.41(1)(6)(i)(B).)

3. The Regional Water Board may waive the a
case basis if an oral report has been receiv
122.41()(6)(i)(B).)

F. Planned Changes

The Discharger shall give notice to t
planned physical alterations or addit
provision only when (40 CFR §

1.  The alteration or additi
determining wheth
§ 122.41(1)(1)(i)); or

2. The alteration ¢

‘Order. (40 CFR § 122.41(1)(1)(ii).)

idition results in a significant change in the Discharger's sludge use or
s, and such alteration, addition, or change may justify the application of
' that are different from or absent in the existing permit, including

s or not reported pursuant to an approved land application plan. (40 CFR
A1 (1)(ii).)

ed Noncompliance

. The Dlsscharger shall give advance notice to the Regional Water Board of any planned
‘changes in the permitted facility or activity that may result in noncompliance with this Order’s
requirements. (40 CFR § 122.41(1)(2).)

H. Other Noncompliance

The Discharger shall report all instances of noncompliance not reported under Standard
Provisions — Reporting V.C, V.D, and V.E above at the time monitoring reports are submitted.
The reports shall contain the information listed in Standard Provision — Reporting V.E above.
For noncompliance events related to combined sewer overflows, sanitary sewer overflows, or
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bypass events, these reports shall contain the information described in Standard Provision —
Reporting V.E and the applicable required data in appendix A to 40 CFR part 127. The
Regional Water Board may also require the Discharger to electronically submit reports not
related to combined sewer overflows, sanitary sewer overflows, or bypass events under this
section. (40 CFR § 122.41(I)(7).)

I. Other Information

When the Discharger becomes aware that it failed to submit any relevant facts in
application, or submitted incorrect information in a permit application or in any
Regional Water Board, State Water Board, or USEPA, the Discharger shall prc
such facts or mformatlon (40 CFR § 122.41(1)(8).)

J. Initial Recipient for Electronic Reporting Data

The owner, operator, or the duly authorized representative is require
NPDES information specified in appendix A to 40 CFR part 12
in 40 CFR section 127.2(b). USEPA will identify and publish

127.2(c)]. U.S. EPA will update and’maintain this listin
(40 CFR § 122.41(1)(9).)

Vl. STANDARD PROVISIONS — ENFORCEMENT

A. The Regional Water Board is authorized to enfor
provisions of the Water Code, including, b
13387.

B. The CWA provides that any person
of the CWA, or any permit condition
issued under section 402, or an

A prowdes that any person who negligently
308 318 or 405 of the CWA, or any condition or

oftibt more than one year, or both. In the case of a second or
a negligent violation, a person shall be subject to criminal penalties

of $5,000 to $50,000 per day of violation, or imprisonment for not more than
th. In the case of a second or subsequent conviction for a knowing
person shall be subject to criminal penalties of not more than $100,000 per day of

tation |mplementlng any of such sectlons in a permit issued under section 402 of the
WA, and who knows at that time that he thereby places another person in imminent danger
of death or serious bodily injury, shall, upon conviction, be subject to a fine of not more than
$250,000 or imprisonment of not more than 15 years, or both. In the case of a second or
subsequent conviction for a knowing endangerment violation, a person shall be subject to a
fine of not more than $500,000 or by imprisonment of not more than 30 years, or both. An
organization, as defined in section 309(c)(3)(B)(iii) of the CWA, shall, upon conviction of
violating the imminent danger provision, be subject to a fine of not more than $1,000,000 and
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can be fined up to $2,000,000 for second or subsequent convictions (40 CFR part
122.41(a)(2); CWC section 13385 and 13387).

C. Any person may be assessed an administrative penalty by the Administrator of USEPA, the
Regional Water Board, or State Water Board for violating section 301, 302, 306, 307, 308,
318 or 405 of this CWA, or any permit condition or limitation implementing any of such
sections in a permit issued under section 402 of the CWA. Administrative penalties for Class
| violations are not to exceed $10,000 per violation, with the maximum amount of any Class |
penalty assessed not to exceed $25,000. Penalties for Class Il violations are not {6 exceed
$10,000 per day for each day during which the violation continues, with the ma amount
of any Class Il penalty not to exceed $125,000. (40 CFR part 122.41(a)(3)) =

D.
upon conviction, be punished by a fine of not more than $10,000, ore
more than two years, or both. If a conviction of a person is for
first conviction of such person under this paragraph, punishm

E.

representation, or certification in any record or o
maintained under this permit, including monitorin
compliance shall, upon conviction, be punlshed
violation, or by imprisonment for not more i
part 122.41(k)(2)).

VIl. ADDITIONAL PROVISIONS — NOTIFICAT
A. Publicly-Owned Treatment Wo

All POTWs shall provide ad
CFR § 122.42(b)):

1. Any new introduction o
be subject to s¢
pollutants (40

orts of compliance or non-
of not more than $10,000 per
nths per violation, or by both. (40 CFR

the Regional Water Board of the following (40

lutants into the POTW from an indirect discharger that would
or 306 of the CWA if it were directly discharging those

ge in the volume or character of pollutants being introduced into that
troducing pollutants into the POTW at the time of adoption of the

tice Shall include information on the quality and quantity of effluent
to the POTW as well as any anticipated impact of the change on the
y or quality of effluent to be discharged from the POTW. (40 CFR § 122.42(b)(3).)
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ATTACHMENT E - MONITORING AND REPORTING PROGRAM (MRP), Cl-4245

Section 308 of the federal Clean Water Act (CWA) and sections 122.41(h), (j)-(/), 122.44(i), and 122.48
of title 40 of the Code of Federal Regulations (40 CFR) require that all NPDES permits specify
monitoring and reporting requirements. Water Code sections 13267 and 13383 also authorize the
Regional Water Board to establish monitoring, inspection, entry, reporting, and recordkeeping
requirements. This MRP establishes monitoring, reporting, and recordkeeping requirements that
implement the federal and California laws and/or regulations.

. GENERAL MONITORING PROVISIONS

A. 18
Quarterly effluent analyses shall be performed during the months of Febr

and November. Semiannual analyses shall be performed during the
August Annual analyses shall be performed during the month of Au

must notify the Regional Water Board, state the reason why ng
conducted, and obtain approval from the Executive Offic
of monthly, quarterly, semiannual, and annual analyse
specified in Table E-6 of MRP.

Laboratory Certification. Laboratories
State Water Resources Control Board
of Water Code section 13176, and m
their reports. A copy of the labor,
to the Regional Water Board e
obtained.

1ality assurance/quality control data with
y certification shall be provided in the Annual Report due
new certification and/or renewal of the certification is

D. Water/wastewater sampl _
in 40 CFR section 136.3. All
are actually analyze
make availabl

Board. Prope

palyzed within allowable holding time limits as specified
/QC analyses must be run on the same dates that samples
Permittee shall retain the QA/QC documentation in its files and
and/or submit them when requested by the Regional Water

ly procedures must be followed and a copy of that
bmitted with the monthly report.

ilyses performed for which no procedure is specified in the United States
tal Protection Agency (USEPA) guidelines, orin the MRP the constltuent or

Each monitoring report must affirm in writing that “all analyses were conducted at a laboratory
certified for such analyses by the Environmental Laboratory Accreditation Program (ELAP),
Division of Drinking Water (DDW) or approved by the Executive Officer and in accordance
with current USEPA guideline procedures or as specified in this Monitoring and Reporting
Program.”

H. The monitoring report shall specify the USEPA analytical method used, the Method Detection
Limit (MDL), and the Reporting Level (RL) [the applicable minimum level (ML) or reported
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Minimum Level (RML)] for each pollutant. The MLs are those published by the State Water
Resources Control Board (State Water Board) in the Policy for the Implementation of Toxics
Standards for Inland Surface Waters, Enclosed Bays, and Estuaries of California, (State
Implementation Policy or SIP), February 9, 2005, Appendix 4. The ML represents the lowest
quantifiable concentration in a sample based on the proper application of all method-based
analytical procedures and the absence of any matrix interference. When all specific analytical
steps are followed and after appropriate application of method specific factors, the ML also
represents the lowest standard in the calibration curve for that specific analytical i
When there is deviation from the method analytical procedures, such as dilutio
concentration of samples, other factors may be applied to the ML depending o
preparation. The resulting value is the RL.

.  The Permittee shall select the analytical method that provides a ML lower
established for a given parameter, unless the Permittee can demons
is not attainable, in accordance with procedures set forth in 40 CFR |
approval for a higher ML from the Executive Officer, as provided:
effluent limitation is lower than all the MLs in Appendix 4, Sl
method with the lowest ML for compliance purposes. The B
Annual Summary Report a list of the analytical method

standards so that the ML
ve to calibration standards)
ittee t6 use analytical data derived
tion curve. In accordance with section
-ation standard lower than the ML in
Appendix 4 of the SIP.

K. In accordance with section 2.4.3 of t
consultation with the State Wate
establish an ML that is not co

e definition of the ML. Examples of such methods are USEPA-approved method
for dioxins, and furans, method 1624 for volatile organic substances, and method
for semi-volatile organic substances. In such cases, the Permittee, the Regional
Water Board, and the State Water Board shall agree on a lowest quantifiable limit and
that limit will substitute for the ML for reporting and compliance determination purposes.

If there is any conflict between foregoing provisions and the SIP, the provisions stated in
the SIP (section 2.4) shall prevail.

L. If the Permitiee samples and performs analyses (other than for process/operational control,
startup, research, or equipment testing) on any influent, effluent, or receiving water
constituent more frequently than required by this MRP using approved analytical methods, the
results of those analyses shall be included in the report. These results shall be reflected in the
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calculation of the average used in demonstrating compliance with limitations set forth in this
Order.

M. The Permittee shall develop and maintain a record of all spills or bypasses of raw or partially
treated sewage from its collection system or treatment plant according to the requirements in
the WDR section of this Order. This record shall be made available to the Regional Water
Board upon request and a spill summary shall be included in the annual summary report.

N. For all bacteriological analyses, sample dilutions should be performed so the expected range

with the results of the analyses.

1. Detection methods used for coliforms (total and fecal) shall be those
1A of 40 CFR part 136, unless alternate methods have bee
USEPA pursuant to 40 CFR part 136.

vance by the

2. 1A of 40 CFR part
ods for Escherichia coli
y.improved method

and Enterococci in Water By Membrane Filter Pro
determined by the Regional Water Board to b

|tor|ng Report-Quality
ollutlon Performance Evaluation
.at the following address:

Assurance (DMR-QA) Study or the most recent
Study are submitted annually to the State Water B

. MONITORING LOCATIONS

The Discharger shall establis
the effluent limitations, di

Discharge Point Monltormg Locatlon
Name _ Name
Influent Monitorin

Monitoring Location Description

Sampling stations shall be established at each point of inflow to
the sewage treatment plant and shall be located upstream of any
in-plant return flows and where representative samples of the
influent can be obtained.

The effluent sampling station shall be located downstream of any
EFF-001 in-plant return flows and after the final disinfection process, where
representative samples of the effluent can be obtained.
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Discharge Point | Monitoring Location
Name Name

Receiving Water Monitoring Stations
- Ventura River, approximately 1650 feet upstream of Discharge

Monitoring Location Description

RSW-003 Point 001. Latitude: 34.34494° Longitude: -119.29971°
- Ventura River, approximately 50 feet downstream of Discharge
RSW-004 Point 001 or at a point where complete mixing of the effluent and

the Ventura River flow is occurring. Latitude: 34.3402
Longitude: -119.29767°

Ventura River, at a point immediately upstream
with Canada Larga. Latitude: 34.33730° Longit

RSW-005
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ll. INFLUENT MONITORING REQUIREMENTS
A. Monitoring Location INF-001
Influent monitoring is required to:
1. Determine compliance with NPDES permit conditions.
2. Assess treatment plant performance.
3. Assess effectiveness of the Pretreatment Program.
The Discharger shall monitor influent to the Facility at INF-001 as follows:

Table E-2. Influent Monitoring )
Minimum Sampling Requlred Analytical

Parameter Units Sample Type Frequency Test Method
Flow MGD recorder continuou ' ' 1
pH pH unit grab 2

Total suspended solids mg/L 24-hour composite

(TSS)

Biochemical oxygen mg/L 24-hour composite 2
demand (BODs 20°C)

Total nitrogen mg/L 24-hour composite 2
Total phosphorus mg/L 24-hour composit 2
PCBs as aroclors?® ug/L 2
PCBs as congeners? pg/L annually 2

1 Total daily flow and instantaneous pe
the maximum flow, i.e., desig capacnty A

(24-hr basis). Actual monitored flow shall be reported (not

i alytical methods described in 40 CFR part 136; where no methods
y methods approved by this Regional Water Board or State Water Board.
itation is lower than all the MLs specified in Attachment 4 of the SIP, the
st'ML must be selected.

are specified for a
For any pollutant w
analytical methodiyj

PCB 1232, PCB 1242, PCB 1248, PCB 1254, and

sum of PCB 1016, PCB 1221,

using method EPA 1668c for three years and may be dlscontmued for the remaining life of this Order if none
of the PCB congeners are detected using method EPA 1668c.

USEPA recommends that until USEPA proposed method 1668c for PCBs is incorporated into 40 CFR 136,
Permittees should use for discharge monitoring reports/State monitoring reports: (1) USEPA method 608 for
monitoring data, reported as aroclor results, that will be used for assessing compliance with WQBELs (if
applicable) and (2) USEPA proposed method 1668¢ for monitoring data, reported as 41 congener results, that
will be used for informational purposes.
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. Minimum Samplin Required Analytical
Parameter Units Sample Type FrequencJ) g qTest Metholii

24-hour
composite/grab for
VOCs, cyanide, and
Chromium VI

Remaining EPA priority
poliutants® excluding pg/L
asbestos and PCBs

semiannually 2

V. EFFLUENT MONITORING REQUIREMENTS

Effluent monitoring is required to:

1. Determine compliance with National Pollutant Discharge Elimination Sy
permit conditions and water quality standards.

Assess plant performance, identify operational problems and im

Provide information on wastewater characteristics and flo reting water

quality and biological data.

4. Determine reasonable potential analysis for toxic po

5. Determine TMDL effectiveness in waste load allo

A. Minimum Level (ML) and Analytical Method Sele
1. Minimum Level (ML) and Analytical Method

USEPA published regulations for the Sufficie
which became effective September 18, 2015 For e purposes of the NPDES program,
when more than one test proce jproved under 40 CFR part 136 for the anaIyS|s
of a pollutant or pollutant param
defined at 40 CFR 122.21(e)(3) a
and 122.44(i)(1)(iv) apply.ic
the purposes of moni
permit applications. A

a. TheMLis ator be '

.for the measured pollutant or pollutant parameter; or

is, the ML is above the applicable water quality
e, but the amount of the pollutant or pollutant parameter ina

hod has the lowest ML of the USEPA-approved analytical methods where
the USEPA-approved analytical methods for a pollutant can achieve the
necessary to assess the need for effluent limitations or to monitor compliance
with a permit limitation.

‘he MLs in SIP Appendix 4 remain applicable. However, there may be situations when
analytical methods are published with MLs that are more sensitive than the MLs for
analytical methods listed in the SIP. For instance, USEPA Method 1631E for mercury is
not currently listed in SIP Appendix 4, but it is published with an ML of 0.5 ng/L that

5  Pricrity pollutants are those constituents referred to in 40 CFR part 401.15; a list of these pollutants is
provided as Appendix A to 40 CFR part 423. PCB as arochlors shall be analyzed using method EPA 608 and
PCB as congeners shall be analyzed using method EPA 1668c.
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makes it a sufficiently sensitive analytical method. Similarly, USEPA Method 245.7 for
mercury is published with an ML of 5 ng/L.

B. Monitoring Location EFF-001

1. The Permittee shall monitor the discharge of tertiary-treated effluent at EFF-001. If more
than one analytical test method is listed for a given parameter, the Discharger must
select from the listed methods and corresponding ML.:

Table E-3. Effluent Monitoring

Minimum Requirea—AnaIyticaI Test
Parameter Units Sample Type Sampling Method and (Minimum
Frequency its), respectively
Total flow MGD recorder continuous®
Turbidity NTU recorder
Total residual chlorine mg/L. recorder

Total residual chlorine mg/L grab

Total coliform MPN/100mL grab
or CFU/100mi

E. coli MPN/100mL grab 7
or CFU/100ml

Temperature °F 7

pH pH units 7

Settleable Solids mbL/L 7

Total Suspended Solids mg/L 7

(TSS)

5is);
ime each day the turbidity exceeded 5 NTU, flow
all be collected to determine compliance with the 5 NTU

Total flow — Total daily and peak d
Turbidity — Maximum daily valu
proportioned average daily valu
limit. A ﬂow -weighted 24-hoy omposn

7 Pollutants shall be
are specified for a
Resources Contr ;

he analytical methods described in 40 CFR part 136; where no methods
y methods approved by this Regional Water Board or State Water

the total residual chlorine (TRC) shall be recorded continuously. The recorded
-ained by the Permittee for at least five years. The Permittee shall extract the maximum

rination is used, the daily samples shall be collected at monitoring location EFF-001, Monday
through Friday only, except for holidays. Analytical results of daily grab samples will be used to determine
compliance with total residual chlorine effluent limitation. Furthermore, additional monitoring requirements
specified in section IV.B.2 shall be followed.

10 Daily grab samples shall be collected at monitoring location EFF-001, Monday through Friday only, except for
holidays. E.coli shall be conducted only be if the total coliform testing is positive. If the total coliform analysis
results in no detection, a result of (<) the reporting limit for total coliform will be reported for E.coli.
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Minimum Required Analytical Test

Parameter Units Sample Type Sampling Method and (Minimum
Frequency Level, units), respectively

BODs 20°C mg/L 24-hour composite weekly 7

Oil and grease mg/L. grab quarterly 7

Dissolved oxygen mg/L grab weekly 7

Total Dissolved Solids mg/L 24-hour composite quarterly 7

Sulfate mg/L 24-hour composite quarterly

Chloride mg/L. 24-hour composite quarterly

Boron mg/L. 24-hour composite quarterly

Ammonia Nitrogen mg/L 24-hour composite monthly

Nitrite nitrogen mg/L 24-hour composite monthly
Nitrate nitrogen mg/L 24-hour composite monthly
Organic nitrogen mg/L. 24-hour composite 7

Total nitrogen mg/L calculated 7

Total phosphorus mg/L calculated 7

Orthophosphate-P mg/L 24-hour composite 7

Surfactants (MBAS) mg/L 24-hour composi 7

Surfactants (CTAS) mg/L. 24-hour compogt 7

Total hardness (CaCOs3) mg/L 24-hour comp 7
Pass or Fail,

Chronic toxicity % Effect monthly 7,11

(TST)

Radioactivity

(Including gross alpha,

gross beta, combined pCi/L semiannually 2

radium-226 and radium-

228, tritium, strontium-90

and uraniumy

Mercury® 24-hour composite semiannually 7

Selenium 24-hour composite monthly 7

or the accelerated monitoring schedule. The median monthly summary result shall be
or Fail ” The maximum daily single result shall be reported as “Pass” or “Fail” and %

2 Analyze these radiochemicals by the following USEPA methods: method 900.0 for gross alpha and gross
beta, method 903.0 or 903.1 for radium-226, method 904.0 for radium-228, method 906.0 for tritium, method
905.0 for strontium-90, and method 908.0 for uranium. Analysis for combined Radium-226 & 228 shall be
conducted only if gross alpha results for the same sample exceed 15 pCi/L or beta greater than 50 pCi/L. If
Radium-226 & 228 exceeds the stipulated criteria, analyze for Tritium, Strontium-90 and Uranium.

13 The effluent samples shall be analyzed for mercury using EPA method 1831E, per 40 CFR part 136.
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